
OPS Tank Farm and Tank Data Collection Process


Via Internet Application 
� Geographic coordinates (latitude and 

longitude) of tank farm are submitted. 
� Attributes for individual tanks in the tank farm 

are submitted. 
� Data submissions accepted only if online 

form is complete. 
� Identity of submitter verified for security and 

data integrity purposes. 

Operator Submits Tank Farm 
and Individual Tank Data 

Submitted Information Converted 
to Geospatial Data for 

Use in a GIS 

Quality Control Procedures 

Data Incorporated into OPS 
Database 

� The data will consist of points representing tank farms. 
� Attributes of the individual tanks in a tank farm will be stored as 

individual points with the same latitude and longitude coordinates as 
the tank farm. 

� Submitted data overlaid on digital USGS 1:24,000 quads to verify 
location of tank farms. 
corresponding to operator submissions, the data will be incorporated 
into the OPS database. 

� If the submitted data is not verified by USGS quads, OPS will 
generate a digital check-plot and email it to the operator for 
verification. 

Via Executable Application 
� Geographic coordinates (latitude and 

longitude) of tank farm and individual tank 
attributes are entered into an executable 
program which generates a data submission 
that is emailed to the NPMS National 
Repository. 

� Identity of submitter verified for security and 
data integrity purposes. 

If USGS maps show tank farms 


